
System diagram for EasyLED series

Ring light 
P/N 600.200

Back light / Transmitted 
light stage
P/N 600.400

Polarizing filter 
attachment for TL
P/N 158.500

Analyzer M 49 x 0.75
P/N 158.505
Analyzer M 52 x 1
P/N 158.510

Protection window
P/N 400.560

Diffuser
P/N 400.570

Tubular diffuser
P/N 400.590

Polarization filter set
P/N 400.550

Ring light plus
P/N 600.300

Spot light 
plus single
P/N 600.101

Color filter for spot
red  P/N 600.650
blue  P/N 600.660
green P/N 600.670
yellow  P/N 600.680
halogen   P/N 600.690

Polarization filter 
for spot (turnable)
P/N 600.600

Mounting bracket
P/N 120.250

Base
Ø = 100 mm
3 x M6 thread
P/N 158.340

Mounting bracket
for column Ø 20 mm    P/N 120.220
for column Ø 25 mm    P/N 120.225
for column Ø 29 mm    P/N 120.229
for column Ø 32 mm    P/N 120.232
for column Ø 35 mm    P/N 120.235
for ZEISS stand K/stand M   P/N 120.240

Spot light 
plus double 
P/N 600.121

Adapter  
for brightfield ring lights
Øi = 50 mm  P/N 157.448
Øi = 58 mm  P/N 157.450
Øi = 60 mm  P/N 157.452

Adapter  
for base plate
Ø 90 mm    P/N 157.630
Ø 100 mm  P/N 157.600
Ø 120 mm  P/N 157.610
Ø 180 mm  P/N 157.620


